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¢ Andreottola, G., Foladori, P., Guglielmi, G.(2003), Advanced technologies for wastewater treatment:
immersed biofilters, MBR and MBBR, in Wastewater treatment plant: technical and legislation
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e M. Vian. Trattamenti termici in G. Andreottola, P. Foladori and G. Ziglio. Minimizzare i fanghi di
depurazione. Strategie integrate nel trattamento delle acque reflue, Quaderni di dipartimento,
Dipartimento di Ingegneria Civile e Ambientale, Universita degli Studi di Trento, 2008
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attivi, Quaderni di dipartimento, Dipartimento di Ingegneria Civile e Ambientale, Universita degli
Studi di Trento, Trento University, 2006
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bioreactor: impact of flux and MLSS, Separation Science and Technology, 41, 1279-1291
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bioreactor for municipal wastewater treatment: experimental investigation and mathematical
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time to reach critical operating condition, Desalination, Vol. 231 (1-3), 175-181
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e Ferrai, M., Guglielmi, G., Andreottola, G. (2009), Modelling of respirometric tests for the assessment
of kinetic and stoichiometric parameters on MBBR biofilm for municipal wastewater treatment,
Environmental Modelling and Software, 25 (6), 626-632

e Guglielmi, G., Andreottola, G., Foladori, P., Ziglio, G. (2009), Membrane bioreactors for winery
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e Andreottola G., Boscaroli F., Guglielmi G. (2000), Model for dynamic simulation for biological
processes in SBR systems, in proceedings of SIDISA 2000, 18-23 September, Trento (Italy)
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e Saroj D.P., Guglielmi G., Chiarani D., Andreottola G. (2007), Modelling and simulation of membrane
bioreactors by incorporating simultaneous storage and growth concept: An especial attention to
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